INSULATING (PLASTIC) FLECTOR
DIA 15 L 21 WITH HOLES 6 & 6 mMm
AND HEADLESS STAINLESS STEEL SCREWS M3 x S

NO NOT GROUNDED CARBON STEEL SCREWS,
NUTS, CIRCLIPS, SPRINGS NOR WASHERS. OMRON
USE ONLY BRASS OR STAINLESS STEEL !! D3V-162-1A4

55

HEIGHT 78 OR 52.5

OR
OTHER EQUIVALENT
30 TO 208 g FORCE
FIXATION: 2 x M3 x 25
STAINLESS STEEL BOLTS

FOR ASSEMBLY OF 3D PRINTED PARTS
USE STAINLESS STEEL SELF TAPING SCREWS

CONTACT DOUBLED AS OPTION, A POSITION RECOPY CARD WITH
FOR 2o Anms e TURNS COUNTING UOLTMETER IS PROPOSED
_E§§§> ) — 1
==a~‘_ﬂ 95
.0 - —— — ; ﬁ
N r - - —
N " ) e 10 k SLIDING
¥ o = * POTENTIOMETER )
_@_ ; N CLASTIC ()_"_/‘-'/ i ‘V'] (] "\ SLIDING POTENTIOMETER SUPPORT (‘__'\ [ﬂ‘ s I,I-Ir;W ——
2 ——< | Frecron Ui L gl o i) §
g ;5%L__ Eﬂr4 3 H =
= : e =l========4 ===
P m SHEFT DIA 6 ] I e T
e T \___)
| ] = ORA SR (@ > N NUT
tﬂ 20 o H
@ E HHHH COURSE MINI / MAXI
- - e U ~20 / ~48 TURNS N
¢ o P\ BRI I Mn ‘— )
S - J___JU @ ) 4sots3zx 1 ((C_®
| - 1 2 SCREWS M4x12 \_ \ / J
' ' TO BE SUPPLIED
| : =120
72 i@ @i 7 === -
\Y% ! ! \'> ) — [ |
\NZ) | | NZ iSESIS |
ALTERNATIVE POSITIONS prereli
OF FIXATIONS FOR NEW : MAX LENGTH ~160
| HAMTECH.HU ROLLER COIL " GEARMOTOR REFERENCE ZGA37RG-68 RPM AT NO LOAD
B os HIGH POSITION FOR STALL TORQUE ~10 kg.cm ~60 RPM UNDER LOAD @ 12 U
NON GROLNDED FROME USE 2 POLYACETAL SPUR GEARS MODULE @.7 4@ TEETH

FOR NON GROUNDED ROLLER COIL, USE POM/GLASS BALL BEARINGS
FOR HIGH VOLTAGES, USE FIXATIONS HEIGHT AT 70 mm
REV 2: REPLACED SPUR GEARS MOD @.5 BY MOD 0.7

ROLLER COIL OR VACUUM VARIABLE CAPACITOR |PaTe: 12/2222 REV: 2

BY: f1frvesfr.fr

MOTORISATION WITH LIMIT SWITCHES DOC Nr: AMATEUR RADIO

NO MODIFICATION NEEDED
OF HAMTECH.HU MANUAL COIL
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MOTOR BODY MUST BE GROUNDED BY 1 SCREW
TO AVOID HEATING BY RF INDUCTION OF NON
GROUNDED CARBON STEEL (MAGNETIC) PARTS.

__‘ MOTOR CONNECTIONS 12V & POTENTIOMETER, USE
SHIELDED WIRES TO POWER SUPPLY & RECOPY CARD
-y
|
* A =====
|' 1 '—'" FOR ASSEMBLY OF 3D PRINTED PARTS —====
USE STAINLESS STEEL SELF TAPING SCREWS ~—
-~ - SPECIAL NUT
FOR SPUR GEARS & FLECTORS — SLOT FOR
""1 USE HEADLESS STAINLESS STEEL SCREWS D SLIDING
- POTENTIOMETER
e FOR VERY HIGH VOLTAGE INSULATION (IF NEEDED) |  |_____
USE INSULATING SHAFT ~“1@08 mm & SECOND FLECTORY} |7 7777
- BETWEEN GEARMOTOR & VACUUM VARIABLE CAPACITOR IS
= =====
MOTOR SUPPORT A —
3 DEPENDING ON VACUUM
4 — VARIABLE CAPACITOR ~
[ 3 SELECT DIAMETER (S TO 1@) GEQRMOTOR DIQ 37 I_ 70
_¢_ -~ — USE ADAPTER FOR DIA >108
E M4 ===
-@ = A= ALUMINIUM FLECTOR [-----
% & ] il ST T T
e b b Y
= Pai N D M6 THREADED SHAFT
e, W N A \>4 LENGTH 127.5 +/-2.5
B : o D 19 L
& B E S
_ 7 = W]
_$_ @ D OPTIONAL O S 8
B ADAPTER
[ = oin >10 - E SHAFT [END Y
3 DIA <13 i
N =— 5la i
0 ! 0 3 4 ) bcm | O j\::
Ll 1ar
’HH‘HH‘H\\‘H\\‘HH‘H\\‘H\\‘HH‘HH‘HH‘HH‘HH‘HH‘ I % :JJ
iR
13 T (T
L ~18
a a
T > POSITION
%) ADJUSTMENT
r o 10 12
| C
[ | f — : : : : ! :
. L B I — i — —
—— 15 _I_ 65 -
FIXATIONS: BOLTS M4 65w BETHEEN SCREWS
SUPPORT FOR VACUUM CAPACITOR MAX LENGTH ~14@

GEARMOTOR REFERENCE ZGA37RG-68 RPM AT NO LOAD
STALL TORQUE ~10 kg.cm 760 RPM UNDER LOAD @ 12 V
USE 2 POLYACETAL SPUR GEARS MODULE ©.7 40 TEETH

REV 2: REPLACED SPUR GEARS MOD @.5 BY MOD @.7
ROLLER COIL OR VACUUM VARIABLE CAPACITOR |PaTe: 12/2222 REV: 2

BY: f1frvesfr.fr

MOTORISATION WITH LIMIT SWITCHES DOC Nr: AMATEUR RADIO

THIS EQUIPMENT MUST NOT
BE INSTALLED OUTDOORS

WITHOUT PROTECTION
AGAINST RAIN & MOISTURE
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SLIDING POTENTIOMETER

POSITION RECOPY

—L> +v +5V
J1 u2 7805 | J2 ] MAXIMUM COURSE 45 mm &
+97028V | @ O1—% —— v vo |2 0 0 +sv —63 0 1 @ BOURNS PTA4543DPB 10k
GND |® O C1l g Cc2 FO @ | GND— I 2 Measure
SV J— 5 J— ‘== 2 SHIELDED CABLES TO
L00nF N |mOnF SLIDING POTENTIOMETER 3
+IN :
o 5 Nl. B o
6 ! 2 00
%/BSBN | c5 | [C %]
METER
| 100nF 0-5 V FOR 0-50 TURNS
R3 =
e | e | | e |
VR1 ZERO TURNS ADJUST VR1 | [¢ — — ShrES
THREE WIRE CONNECTION METHOD v
- VOLTMETER s
Yellow OR White
2oms, [sTo 0V B
0TO30V ANALOGIC OR DIGITAL VOLTMETER
O 1 2 3 4 5 Cm MEASUREMENT
o ‘H\\‘H\\‘HH‘\H\‘\H\‘HH‘HH‘HH‘HH‘HH‘
Lo - VOLTMETRE 3 DIGITS FOURNI AVEC LE KIT
é KIT SUPPLIED WITH 3 DIGITS VOLTMETER
< — o
= @_‘ AVEC VOLTMETRE DIGITAL 3 CHIFFRES / WITH DIGITAL VOLTMETER 3 DIGITS
E e ' MASQUER LE POINT DECIMAL AVEC DE L'ADHESIF NOIR (OU PEINTURE) POUR AFFICHAGE EN 1/10 DE TOURS
o — ‘ MASK DECIMAL DOT WITH BLACK ADHESIVE TAPE OR PAINT TO DISPLAY IN 1/10 OF TURNS
= k'/ 1 OU MULTIPLIER LA MESURE PAR 10/ OR MUTIPLY MEASUREMENT BY 10
E EXEMPLE 1.42 V = 14.2 TOURS / EXAMPLE 1.42V = 14.2 TURNS
AN — AVEC VOLTMETRE DIGITAL 4 CHIFFRES / WITH DIGITAL VOLTMETER 4 DIGITS
E \f AFFICHAGE EN 1/100 DE TOUR / DISPLAY IN 1/100 TURN
= EXEMPLE 1.425V = 14.25 TOURS / EXAMPLE 1.425 V = 14.25 TURNS
-]
4 : 22/01/23 -1 - 1/1
E POSITION RECOPY FOR ROLLER COIL |2 220128 - mevit - paoe
E OR VACUUM VARIABLE CAPACITOR DOC N°: AMATEUR RADIO

0




METER - (GND>

-9 TO -28 V IN (GND)

®
3

+9 TO +28 V IN

pas— W N
éﬂlbqlho:‘f—J E _
PG )y (=t E
—E-s ) ~ 7
+5 U OUT TO POTENTIOMETER [BI8 .' AN 8 K= ]
GND TO POTENTIOMETER [l 4 a o B EENGOE ] .
o * o -
-3 o

% 1 ¢ J 4 JCM

\\H‘\\H‘\\HM\\\’\\H‘\\H‘HH‘HH’HHM\H‘

! | P

POWER SUPPLY 9 TO 28 VOLTS DC @ 3.1 AMP

PCB 2 SIDES DIMENSIONS 5@ x 58 mm (1.9685'" x 1.9685')
4 FIXATION HOLES DIA 3.2 mm (B.126'") AXIS 40 x 48 mm (1.575" x 1.5735'"")

REV1: NEW PCB WITH THERMAL RELIEF ON GROUND PADS FOR EASIER SOLDERING.

POSITION RECOPY FOR ROLLER COIL |[o6Te: @s/zsea — Rev:

BY: f1frvesfr.fr

OR VACUUM VARIABLE CAPACITOR DOC Nr: AMATEUR RADIO




Affaires a suivre v Mon eBay v Ep E

Bonjour dominique v Bons Plans  Aide Vendre
" Explorer par, ,
w: y catpégoriez v Q Rechercher sur eBay Toutes les catég Rechercher Recherche approfondie
Equipements professionnels > Automates, moteurs, commandes > Commandes, contrdles mouvement > Commandes, contrdles moteur > E u Ajouter 4 la liste d'Affaires a suivre

€ Retourner & la page d'accueil | Catégorie de mise en vente :
Contrdleurs de vitesse

Neuf Universel DC 6-24 V 3 A PWM RC vitesse moteur régulateur
contréleur commutateur - afficher le titre d'origine

Etat: Neuf

. 2 disponible(s)
Quantité : 8 objets déja vendus

8,55 GBP

Environ 9,58 EUR

Ajouter au panier

‘ Ajouter a la liste d'Affaires a suivre ILl

Plus de 79 % vendus Quantité disponible limitée Retours sous 30 jours

Livraison : 1,80 GBP (environ 2,02 EUR) Standard | Détails
Lieu ou se trouve l'objet : Edinburgh, Royaume-Uni
Lieu de livraison : Europe Afficher les exclusions

Délai de livraison :  Estimé entre le ven. 4 sept. et le lun. 14 sept. @
L'objet est envoyé aujourd'hui si le paiement est effectué sous 3 h 16 min

Détails

Paiements : |'"“"‘°“"| | Vﬂ” L l Carte Bleue

Pointez sur l'image pour zoomer

Wiriag Biagram

o S

Retours :  Remboursement sous 30 jours, |'acheteur paie les frais de retour | Détails

% Vous en avez un a vendre ? Vendez le votre

Objets similaires sponsorisés 1/2

Achetez en toute confiance

Garantie client eBay

e Obtenez un remboursement si vous ne
recevez pas |'objet que vous avez
commandé. En savoir plus

Détails sur le vendeur
agiia (20347 X )

99,5% d'évaluations positives

Q) Enregistrer ce vendeur
Afficher les autres objets
Contacter le vendeur

Visiter la Boutique

Inscrit comme vendeur professionnel

Votre avis sur nos suggestions

https://www.ebay.fr/itm/New-Universal-DC-6-24V-3A-PWM-RC-Motor-Speed-Regulator-Controller-Switch/274427919950?hash=item3fe52dbe4e:g: AnwAAOSwU~VeiJUL
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https://www.ebay.fr/itm/New-Universal-DC-6-24V-3A-PWM-RC-Motor-Speed-Regulator-Controller-Switch/274427919950?hash=item3fe52dbe4e:g:AnwAAOSwU~VeiJUL
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Wiring Diagram

Potentiometer



AGIIA

agiia (20347 ')k) 99,5% Visiter la Boutique :  AGIIA

=4 S'inscrire a la newsletter

Catégories 5477
New Universal DC 6-24V 3A PWM RC Motor Speed Regulator Controller Switch
Electronic Accessories
Fast shipping from UK!
Other
Description :
DC Motor Speed Regulator controls the speed of a DC motor by adjusting PWM.
The input power range is DC 6-28V
Control the forward or reverse direction and the stop of DC motor by button switch.
Press the green button, the motor reverses rotates, and release the button, the motor stops.
Press the red button, the motor clockwise rotates, and release the button, the motor stops.

Specification :
—Inputsupply voltage—12V-86DBE-

PWM frequency: 21kHz

Duty Cycle: 0%-100%

Input supply voltage: 6V-24V DC

Duty Cycle adjustable: 0%-100%

Button switches included

The maximum continuous output current: 3A

Size: approx. 56 X 36 X 10 mm/2.2 X 1.42 X 0.39 in

s =
-vawn SUPPLY

DO NOT REVERSE

Package includes :
1x New Universal DC 6-24V 3A PWM RC Motor Speed Regulator Controller Switch

Informations sur le vendeur professionnel

AGIIA
Agnieszka Lipinska

20 Bingham Avenue L
Edinburgh (,,0 j

P

Clockwise Rotation
Edinburgh (City of) [._} \
EH15 3HZ i

) Wiring Diagram

Potentiometer

p Informations complétes

Conditions de retour

Une fois I'objet regu, contactez le vendeur dans un délai de Frais de retour

30 jours L'acheteur paie les frais de retour
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REVERSIBLE 3A PWM FOR DC MOTOR

YoV~ 24V
fax : 3A

0~100%

_ SONGLE
® N =c

'-"‘"i.u.é- cmm_;.

10A 2SOVAC 10A 12SVAC 'j',,
% J0A JOVDC 10A 28VDC ¢

SRD- E}SVDC SL-C

Potentiometer
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