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LLL315R71C104MA11L — MURATA — CONDENSATEUR 100NF 16V X7R 
1206  

Accessoires 

Image non contractuelle - Seulement à titre 
d’illustration. 
Veuillez vous reporter au descriptif technique.  
 

 Images complémentaires  

 

Fabricant: MURATA  

Code commande: 1294653  

Référence fabricant: 

LLL315R71C104MA11L  

Conformité RoHS :  Oui  

Description 

CONDENSATEUR 100NF 
16V X7R 1206  
Application:Standard  
Capacité:100nF  
Tolerance, capacitance 
±:±20%  
Series:LLL  
Tension:16V dc  
Type du 
diélectrique:Ceramic 
Multi-Layer  
Type de boîtier:1206  
Type de borne:Surface 
mount (SMD, SMT)  
Diélectrique:X7R  
Boîtier (1=CMS):1  
Coefficient de 
température -
:150000ppm/°C  
Coefficient de 
température, 
+:150000ppm/°C  
Temperature coefficient 
±:±150000ppm/°C  
Température de 
fonctionnement:-55°C à 
+125°C  
Température de 
fonctionnement 
max.:125°C  
Température de 
fonctionnement min.:-
55°C  
Tension c.c.:16V  
Tolérance +:20%  
Tolérance -:20%  

Disponibilité 

Disponibilité: 5285 

Prix Pour: 1  

Quantité minimum: 5  

Multiple de commande: 5 

Prix Unitaire HT: 0,38 €    

Qté        

Prix 

Qté Prix Unitaire HT 

5 - 49 0,38 € 

50 - 249 0,30 € 

250 - 999 0,27 € 

1000 - 2999 0,24 € 

3000 + 0,177 € 

Description technique Attributs techniques

 Toute la série  

 Certificat de conformité RoHS  

 Technical Data Sheet (127 kB) EN  

  

Page du Catalogue:

872 / KTA  

poids (kg): 0,013  

Poids approximatif dans son emballage d'origine  

Tarif Douanier: 85322400  

Pays d'origine: JP Japon  

Pays dans lequel la dernière étape de production majeure est intervenue  

Image Code 
Commande

Fabricant 
Réf. fab.

Description Données 
techniques

Conformité 
RoHS

Pièces 
en 
stock.

Qté 
par 
Paquet

Prix 
Unitaire 
HT

Qté 

106610 ELECTROLUBE 
 
SMA10SL 

COLLE POUR 
CMS 10ML  
Capacité:10ml; 
Temps de 

  

  

  

 Oui 232 1 
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CAPACITE CERAMIQUE X7R 100NF 16V 1206

 

 

Agrandir l'image

Code 
commande

619-8232

Fabricant Murata

Référence 
fabricant

LLL315R71C104MA11L

Page 1 - 141

Statut RoHS   Certificat de conformité 

  

Veuillez vous identifier pour 
visualiser vos conditions 
d'achat - S'identifier 

Quantité Prix/UDV 25

1 7,76 €

4 6,91 €

20 6,52 €

40 6,13 €

1

Disponible - livraison le 
lendemain 

     
Changer la quantité  
1

Documentation technique  

Documentation Technique Pages Taille

Chip Monolithic Ceramic Capacitors Catalogue 151 2336kB

Remarque: Si vous rencontrez des problèmes lors du chargement des PDF, veuillez décocher l'option ci-dessous. 

 Téléchargez une page à la fois. gfedcb

Caractéristiques 

Paramètre Valeur du paramètre

Capacité 100nF

Tension 16V c.c.

Tolérance 20%

Code de taille 1206

Diélectrique X7R

Boîtier 1206

Gamme de température -55 à +125°C

Détails 

Murata, série LLx 

NB 

Elles sont classées selon leurs propriétés diélectriques, leur tension et enfin leur capacité. 

Aperçu de la gamme 

CMS au format 0612 
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!Note • Please read rating and !CAUTION (for storage, operating, rating, soldering, mounting and handling) in this catalog to prevent smoking and/or burning, etc.
• This catalog has only typical specifications because there is no space for detailed specifications. Therefore, please approve our product specifications or transact the approval sheet for product specifications before ordering.

Chip Monolithic Ceramic Capacitors
Low ESL LLL/LLA/LLM Series

■ Features (Reversed geometry Low ESL Type)
1. Low ESL, good for noise reduction for high 
    frequency
2. Small, high cap

■ Applications
1. High speed micro processor
2. High frequency digital equipment

Part Number
T

Dimensions (mm)

0.6 max.

0.85 ±0.1
0.7 ±0.1

W
0.8 ±0.1

1.25 ±0.1

1.6 ±0.15

L
1.6 ±0.1

2.0 ±0.1

3.2 ±0.15
1.15 ±0.1

0.6 ±0.1
LLL185
LLL216
LLL219
LLL317
LLL31M

W L

T

Reversed geometry Low ESL Type

Part Number

L x W

TC

Rated Volt.

Capacitance (Capacitance part numbering code) and T (mm) Dimension (T Dimension part numbering code)

50
(1H)

25
(1E)

16
(1C)

10
(1A)

X7R
(R7)

6.3
(0J)

LLL18

1.6x0.8

X7S
(C7)

4
(0G)

50
(1H)

25
(1E)

16
(1C)

10
(1A)

X7R
(R7)

6.3
(0J)

LLL21

2.0x1.25

X7S
(C7)

4
(0G)

50
(1H)

25
(1E)

16
(1C)

10
(1A)

X7R
(R7)

6.3
(0J)

LLL31

3.2x1.6

X5R
(R6)

6.3
(0J)

2200pF
(222)

0.5
(5)

3300pF
(332)

0.5
(5)

4700pF
(472)

0.5
(5)

0.6
(6)

6800pF
(682)

0.5
(5)

0.6
(6)

10000pF
(103)

0.5
(5)

0.5
(5)

0.6
(6)

0.7
(7)

15000pF
(153)

0.5
(5)

0.5
(5)

0.6
(6)

0.7
(7)

0.7
(7)

22000pF
(223)

0.5
(5)

0.5
(5)

0.6
(6)

0.6
(6)

0.7
(7)

0.7
(7)

33000pF
(333)

0.5
(5)

0.85
(9)

0.6
(6)

0.6
(6)

0.7
(7)

0.7
(7)

47000pF
(473)

0.5
(5)

0.6
(6)

0.6
(6)

0.7
(7)

0.7
(7)

68000pF
(683)

0.5
(5)

0.6
(6)

0.6
(6)

0.7
(7)

0.7
(7)

0.10µF
(104)

0.5
(5)

0.6
(6)

0.6
(6)

1.15
(M)

0.7
(7)

0.15µF
(154)

0.5
(5)

0.85
(9)

0.6
(6)

1.15
(M)

0.7
(7)

0.22µF
(224)

0.5
(5)

0.6
(6)

1.15
(M)

0.33µF
(334)

0.5
(5)

0.6
(6)

1.15
(M)

0.7
(7)

0.47µF
(474)

0.5
(5)

0.85
(9)

1.15
(M)

0.7
(7)

Continued on the following page.

• This PDF catalog is downloaded from the website of Murata Manufacturing co., ltd. Therefore,  it’s specifications are subject to change or our products in it may be discontinued without advance notice. Please check with our 
sales representatives or product engineers before ordering.

• This PDF catalog has only typical specifications because there is no space for detailed specifications. Therefore, please approve our product specifications or transact the approval sheet for product specifications before ordering.

!Note C02E.pdf
05.12.14
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!Note • Please read rating and !CAUTION (for storage, operating, rating, soldering, mounting and handling) in this catalog to prevent smoking and/or burning, etc.
• This catalog has only typical specifications because there is no space for detailed specifications. Therefore, please approve our product specifications or transact the approval sheet for product specifications before ordering.

Continued from the preceding page.

Part Number

L x W

TC

Rated Volt.

Capacitance (Capacitance part numbering code) and T (mm) Dimension (T Dimension part numbering code)

50
(1H)

25
(1E)

16
(1C)

10
(1A)

X7R
(R7)

6.3
(0J)

LLL18

1.6x0.8

X7S
(C7)

4
(0G)

50
(1H)

25
(1E)

16
(1C)

10
(1A)

X7R
(R7)

6.3
(0J)

LLL21

2.0x1.25

X7S
(C7)

4
(0G)

50
(1H)

25
(1E)

16
(1C)

10
(1A)

X7R
(R7)

6.3
(0J)

LLL31

3.2x1.6

X5R
(R6)

6.3
(0J)

0.68µF
(684)

0.85
(9)

1.15
(M)

0.7
(7)

1.0µF
(105)

0.5
(5)

0.85
(9)

1.15
(M)

0.7
(7)

1.5µF
(155)

0.85
(9)

1.15
(M)

0.7
(7)

2.2µF
(225)

0.85
(9)

1.15
(M)

0.7
(7)

4.7µF
(475)

1.15
(M)

10µF
(106)

1.25
(B)

The part numbering code is shown in  ( ).

Dimensions are shown in mm and Rated Voltage in Vdc.

Reversed geometry Low ESL Type Low Profile

Part Number

L x W

TC

Rated Volt.

Capacitance (Capacitance part numbering code) and T (mm) Dimension (T Dimension part numbering code)

25
(1E)

16
(1C)

X7R
(R7)

10
(1A)

LLL18

1.6x0.8

X7S
(C7)

4
(0G)

50
(1H)

25
(1E)

16
(1C)

10
(1A)

X7R
(R7)

6.3
(0J)

LLL21

2.0x1.25

X7S
(C7)

4
(0G)

50
(1H)

25
(1E)

16
(1C)

LLL31

3.2x1.6

X7R
(R7)

10
(1A)

680pF(681) 0.5(5)

1000pF(102) 0.5(5)

1500pF(152) 0.5(5)

2200pF(222) 0.5(5)

3300pF(332) 0.5(5)

4700pF(472) 0.5(5)

6800pF(682) 0.5(5)

10000pF(103) 0.5(5) 0.5(5) 0.5(5) 0.5(5) 0.5(5)

15000pF(153) 0.5(5) 0.5(5) 0.5(5) 0.5(5) 0.5(5) 0.5(5)

22000pF(223) 0.5(5) 0.5(5) 0.5(5) 0.5(5) 0.5(5)

33000pF(333) 0.5(5) 0.5(5) 0.5(5) 0.5(5) 0.5(5)

47000pF(473) 0.5(5) 0.5(5) 0.5(5) 0.5(5)

68000pF(683) 0.5(5) 0.5(5) 0.5(5) 0.5(5)

0.10µF(104) 0.5(5) 0.5(5) 0.5(5) 0.5(5)

0.15µF(154) 0.5(5) 0.5(5)

0.22µF(224) 0.5(5) 0.5(5) 0.5(5)

0.33µF(334) 0.5(5) 0.5(5) 0.5(5)

0.47µF(474) 0.5(5) 0.5(5)

0.68µF(684) 0.5(5)

1.0µF(105) 0.5(5)

The part numbering code is shown in  ( ).

Dimensions are shown in mm and Rated Voltage in Vdc.

• This PDF catalog is downloaded from the website of Murata Manufacturing co., ltd. Therefore,  it’s specifications are subject to change or our products in it may be discontinued without advance notice. Please check with our 
sales representatives or product engineers before ordering.

• This PDF catalog has only typical specifications because there is no space for detailed specifications. Therefore, please approve our product specifications or transact the approval sheet for product specifications before ordering.
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