
COUNTER IS SUPPLIED WITH 3 mm MOUNTING STAINLESS STEEL SCREWS, NUTS & WASHERS
COUNTS 999.9 TURNS MAX @ 1/10 th TURN & READ 1/100 th TURN
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COMPTE TOURS MANUEL DE HAUTE PRECISION 

POUR SELF A ROULETTE OU CONDENSATEUR VARIABLE SOUS VIDE 
 

AVANTAGES  
 

Compteur mécanique, sans aucun composant électronique, ni alimentation électrique, donc insensible à la HF. Aucune 
pièce en acier magnétique à l’intérieur de votre coffret pour éviter tout échauffement avec de forts champs HF (chauffage 
par induction magnétique). 

 

Grande précision, 4 digits, sans jeu, compte jusqu’à 999,9 tours, compte au 1/10 ème de tour, on peut lire des 
graduations précises au 1/100 ème de tour. 

 

Accouplement élastique (flector) en alliage d’aluminium, diamètre 6 mm (peut être repercé par vous jusqu’à 10 mm), avec 
visserie inox. Couple maxi 100 N.m.  Une clef « ALLEN » est fournie. Des adaptateurs optionnels pour diamètre12.7 mm 
(1/2 pouce), ou, pour 10 à 13 mm à repercer par vous sont disponibles. 

 

Perçage simple de votre face avant de boitier (pas de grandes découpes rectangulaires à usiner). Juste 1 perçage 
diamètre minimum 9 mm, maximum 40 mm et 4 perçages diamètre ~3.2 mm. La visserie de fixation (M3 inox) du compte 
tours sur votre face avant épaisseur maxi ~6 mm est fournie. 

 

Seulement ~20 mm (~35 mm avec adaptateur 12.7 ou 13 mm) occupés à l’intérieur de votre coffret.  

 

INCONVENIENTS  
 

Cela peut vous sembler un peu cher (moins que d’autres compte tours moins précis), mais c’est le prix à payer pour avoir 
un équipement précis et fiable, sans compromis sur la sélection des matériaux, ni sur la limite de fourniture. N’oubliez pas 
non plus que dans le prix il y a 40% de frais de transport et de taxes (TVA). 
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HIGH ACCURACY MANUAL TURNS COUNTER 

FOR ROLLER COIL OR VACUUM VARIABLE CAPACITOR 

 

ADVANTAGES  
 

Mechanical counter, no electronic components, nor power supply, therefore insensitive to RF. No magnetic steel parts 
inside your cabinet to avoid any overheating by strong RF fields (magnetic induction heating). 

 

High accuracy, 4 digits, without backlash, counts up to 999.9 turns, counts to 1/10th of a turn, you can read precise 
graduations up to 1/100th of a turn. 

 

Aluminum alloy elastic coupling (flector) diameter 6 mm, can be re-drilled by you up to 10 mm (~3/8 in), with stainless 
steel screws. Maximum torque 100 N.m. (~73 lbf.ft). An “ALLEN” key is provided. Optional adaptators for 12.7 mm (1/2 
in), or, for 10 to 13 mm to be re-drilled by you, are availables.  

 

Simpler drilling of your cabinet front panel (no large rectangular cutouts to machine). Just 1 drilling minimum diameter 9 
mm (~3/8 in), maximum 40 mm (~1.5 in) and 4 drillings diameter ~3.2 mm (~1/8 in). The mounting hardware (M3 
stainless steel) for the counter on your front panel maximum thickness ~6 mm (~1/4 in)  is provided. 

 

Only ~20 mm (~0.8 in) or ~35 mm (~1.4 in) with a 12.7 or 13 mm adapter is occupied inside your enclosure. 

 

DISADVANTAGES  
 

This may seem a little expensive (less than less accurate others turns counters), but it is the price to pay for having 
precise and reliable equipment, without compromising on the selection of materials, nor on the limit of supply. Also 
remember that the price includes 40% transport costs and taxes (VAT). 
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