TRIODE OR TETRODE LINEAR AMPLIFIER DESIGN
LOGIC BOARD WITH CONNECTOR TO FRONT PANEL

DATE: B6/2014

BY: F1FRVESFR.FR
DOC Nr: AMATEUR RADIO

REV: 35

DIMENSIONS DU CIRCUIT: 180@0%<120 ™mm
FIXATIONS: 4 X 3 mm SCREWS. AXIS SO0 x

TO USE BS170s INSTEAD OF 2N7000s

SCREW 6-32
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NO MICA NEEDED
USE SMALL HEATSINK
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+24 VUV DC IN

-DC SUPPLIES (GND>
+24 V DC OUT

RX PREAMPLI NO
RX PREAMPLI NC
RX PREAMPLI COM
K/7G1 -RELAY/0OPTO
K/7G1 +RELAY/OPTO
-ANT RELA¥S OUT

+ANT RELA¥S OUT

RESISTOR ''Y"
OR STRAP
RESISTOR ''Y"

+RELA¥S SUPPLY IN
+G2/7HV RELAYS OUT

SAFETY CHAIN IN
+TO SAFETY CHAIN
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FRAME GROUND

PCB DIMENSIONS:
1180 MM

(BETTER) ,

3.925" x 4.7235"

INVERT DRAIN & SOURCE ON PCB.

HEATER IN

RESISTOR ''X"

HEATER OUT

HEATER LED GND INPUT
HEATER LED + INPUT

PTT IN BY GROUNDING
(N +12 V DC SmA (S5 V OPTIONAL)

PTT SEQUENCER OUT TO TX
ING MAX +24 V DC 1A

CHANGE
AND mT C11 & DZ18 VOLTAGES

+HEATER SUPPLY LED
+12 V & +HV OK LED
+RELAYS SUPPLY OK LED
+TIMER BLINKING LED
+SAFETY OK LED
BYPASS SWITCH

BYPASS SWITCH
+OPERATE LED

+ON AIR LED

-ON AIR LED

J1 KEY: NO MALE PIN AND
OBTURED PIN IN FEM CONN

FLAT
CABLE

TO FRONT
PANEL

Q10 REFERENCE

FOR ANTENNAS RELA¥S SUPPLY 24 VUV DC, STRAP R ''Y'' TERMINALS
AND CONNECT +24 U DC OUT TERMINAL TO +RELAY¥S SUPPLY IN

RX PREAMPLIFIER RELAY RL3: MAX SWITCHING 2 AMPS @ 58 UV

ALL THESE TYPES OF VARIABLE
RESISTORS CAN BE USED
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