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SW1

BYPASS / OP

D1

TIMER BLINKING RED

D2

SAFETY OK GREEN

D3

OPERATE YELLOW

D4

ON AIR RED

D5

ANTENNA RELAYS SUPPLY GREEN

D7

HEATER SUPPLY GREEN

D6

HV & 12V SUPPLIES GREEN

C1

1nF
MANDATORY

12 V & HV SUPPLY OK

GRID 2 SUPPLY OK

HEATER SUPPLY OK

RELAYS SUPPLY OK

TIMER ~ 90 S

BYPASS / OP

SAFETY OK

ON AIR

R1
2.2k
2W

R2
1k
1W

SELECT R1 AND R2 VALUES AND POWERS
ACC. TO RELATED VOLTAGES AND OHM
LAW  ( IF YOU HEARD ABOUT IT ...... )

PRINTABLE LABEL FOR "SCOTCHMARK"
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LEDS DESIGN CURRENT: ~10 mA
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J1

HE10-20
TO LOGIC BOARD

NO MALE PIN &
PIN 2 = KEY

IN FEM CONN
OBTURED HOLE

( 2.2k 2W FOR 24V, 1k 1W FOR 12V )

1
2

J2

G1 & G2

G1 LED +
G2 LED +

1
2

J3

SEQUENCER

HV LED -
GND

D8

G2 SUPPLY GREEN

D9

G1 SUPPLY GREEN

OPERATE

GRID 1 SUPPLY OK
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