RF chokes B82145A

HLBC series, 6.5 x 12 (mm)

Dimensional drawing
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EPCOS
HLBC series, 6.5 x 12 (mm)
Characteristics and ordering codes
Lg Tolerance!) | Qmin faq Ir Rmax fres,min Ordering code
uH MHz mA Q MHz
100 (5% 2J 50 0.796 860 0.70 3.5 B82145A1104J000
150 40 0.796 770 0.90 3.0 B82145A1154J000
220 30 0.796 690 1.10 25 B82145A1224J000
330 30 0.796 630 1.30 2.1 B82145A1334J000
470 30 0.796 510 1.90 1.8 B82145A1474J000
680 20 0.796 440 2.50 1.5 B82145A1684J000
1000 60 0.252 370 3.60 1.3 B82145A1105J000
1500 60 0.252 300 5.40 1.0 B82145A1155J000
2200 60 0.252 250 8.00 0.8 B82145A1225J000
3300 60 0.252 200 12.5 0.6 B82145A1335J000
4700 60 0.252 170 18.0 0.5 B82145A1475J000
6800 60 0.252 130 28.5 0.4 B82145A1685J000
10000 50 0.0796 | 110 35.0 0.35 B82145A1106J000

HLBC chokes with diameter 7.5 and 8.5 mm for even higher rated currents available on request.
HLBC chokes with temperature range up to 140 °C available on request.

1) Closer tolerances on request.

Please read Cautions and warnings and
Important notes at the end of this document. 03/08
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EPCOS

RF chokes B82145A

HLBC series, 6.5 x 12 (mm)

Impedance 1ZI versus frequency f Inductance L versus DC load current Ipc
measured with impedance analyzer Agilent measured with LCR meter Agilent 4284A,
4294A or S-parameter network analyzer typical values at 20 °C
Agilent 8753ES, typical values at 20 °C
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Q factor versus frequency f Current derating l,/lIg
measured with impedance analyzer versus ambient temperature T,
Agilent 4294A, typical values at 20 °C (rated temperature Ty = 40 °C)
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