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TROUVE!

I_ conformes RoHS | Recherche avancée
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ACCUEIL > Commutateurs et relais > Commutateurs et accessoires > A levier > A levier > A101SYCQ04

A\ Vous aver trouve une erreur 2 S imprimer Bl partacer cette pace TE CONNECTIVITY / ALCOSWITCH - A101SYCQO4 - SWITCH, TOGGLE, SPDT, 5A, 250V

Fabricant: TE CONNECTIVITY /

ALCOSWITCH res
Code commande: 2292959 Disponibilité: En cours d'appro.fournisseur. Nous INTERRUPTEUR SPDT
Référence fabricant: A101SYCQ04 contacter MULTICOMP 1MS1T1B5M1QE
) Technical Data Sheet (487.37KE) P Ivoir plus de produits en stock... 1 Picce
EN Contactez-moi pour m'informer de la mise en stock du produit 151€ e
Image non contractuelle - Seulement a titre Prix Pour: 1 Piece h
d illustration. Quantité minimum: 1
:I:cl:,l:::u\;ous reporter au descriptif Multiple de commande: 1 INTERRUPTEUR SPDT
. Prix Unitaire HT: 2,89 € C & K COMPONENTS 7101SYZ
QE
Informations produit 1 Picce
6,76 €
*SWITCH, TOGGLE, SPDT, 5A, 250V e
*Fonctionnement de commutation: On-On ) ) o SWITCH. TOGGLE. SPDT. 5A.
*Tension AC nominale du contact: 250V Qte Prix Unitaire HT 250V ' ' T
*Tension DC nominale du contact: 28V 1-24 2,89€ TE CONNECTIVITY /7 A101SC
*Courant de contact max.: 5A 25 - 49 2,69 € ALCOSWITCH WzZQo04
*Terminaisons commutateur: A souder 1 Piece
*Style d'actionneur: Levier long 50 - 99 2,49 € 4,41 €
*Montage commutateur: Traversant 100 - 249 2,28 € e
» Afficher les Equivalents 250+ 213¢€

Assistance technique
instantanée
Bonjour, comment puis-je vous aider?

¥ Dialoguez maintenant

Trouvez des produits similaires groupés par caractéristiques communes

Législation et Questions environnementales

e Conformité RoHS: Oui e poids (kg): 0.01 Des prix compétitifs sur les produits

TE Connectivity
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Commutateurs et relais les

& Certificat de conformité Ros ~ ®  Tarif Douanier: 85365005

e Pays d'origine: CN Chine
Pays dans lequel la derniére étape de production majeure est intervenue

Trouvez des produits dont les fonctions sont similaires a celui-ci. Cliquez sur I"un des liens suivants pour étre dirigé vers la page d"un groupe de produits ayant la
méme caractéristique donnée.

Retour Haut de page
Produits similaires

plus populaires

i

Commutateurs DIP
Tension DC nominale du contact: 28V Style d'actionneur: Levier long

Joysticks

L

Tension AC nominale du contact: 250V Montage commutateur: Traversant

Configuration des contacts: SPDT Terminaisons commutateur: A souder Microcommutateurs

Eonctionnement de commutation: On-On SVHC: To Be Advised
Interrupteurs a bouton-poussoir
Courant de contact max.: 5A ® ®

Retour Haut de page Commutateurs a bascule

Produits équivalents
Commutateurs tactiles

Référence
Commande | fabricant

Fabricant / Description

Disponibilité Interrupteurs a levier

LA B BN N BE S

9473378 1MS1T1BSM1QE | MULTICOMP 22136 en Prix pour: 1 Piece Relais de puissance
INTERRUPTEUR SPDT stock 1+ 1,51 €
Configuration des Heures 100+ 1,34¢€ N R
contacts:SPDT; limites 250+ 1,20¢€ Relais de signal
Fonctionnement de 500+ 1,08 €
commutation:On-On; plus... Relais statiques
Tension AC nominale du

E E contact:250V; Tension DC 1

CD 1G] . nominale du contact:28V; Nos nts ont aus
Courant de contact
max.:5A; P voir plus de produits en stock...

Plus de détails AMPLI OP QUAD FAIBLE

PUISSANCE SOIC14

9574816 7101SYZQE C & K COMPONENTS 3658 en Prix pour: 1 Piece TEXAS INSTRUMENTS
INTERRUPTEUR SPDT stock 1+ 6,76 € LM324AD
Configuration des Heures 25+ 4,76 €
contacts:SPDT; li 100+ 3,51¢€ 1 Piece e
Fonctionnement de 250+ 2,71¢€ 0,28 €
commutation:On-On;

Tension AC nominale du

contact:250V; Tension DC CONDENSATEUR BOITIER C

B
@
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A101SCWZQ04

TE CONNECTIVITY /7
ALCOSWITCH

SWITCH, TOGGLE
SPDT. 5A. 250V
Contact
Configuration:SPDT;
Switch Operation:On-On;
Contact Voltage AC
Nom:250V; Contact
Voltage DC Nom:28V;
Contact Current Max:5A;
Plus de détails

350 Prix pour: 1 Piece
1+ 4,41 €
25+ 4,07¢€

Stocké aux USA.

18€ de port par commande, vente
professionnels.

(Livré sous 3 jours)

réservée aux clients

\

@© Y nominale du contact:28V; 4.7UF 25V
Courant de contact ] . KEMET T491C475K025AT
max.:5A; P voir plus de produits en stock...
Plus de détails 1 Piece e
0,48 €

PROLONGATEUR BOUT A
BOUT A SERTIR ROUGE
TE CONNECTIVITY /
RAYCHEM M81824/1-1

1 Piece
2,34 €



TE Connectivity

Gemini Series Switches

Typical Performance Characteristics
Contact Configuration : 1, 2, 3, and 4 pole
Contact Timing : Break before make

Contact Rating Max. :
Gold : 0.4VA @20V AC or DC
Gold over Silver : 5A @ 125VAC or 28VDC resistive
0.4VA @ 20V AC or DC or
2A @ 250VAC resistive
Silver : 5A @ 125VAC or 28VDC resistive

Electrical Life : 6000 cycles

Contact Resistance, Initial : 10 mOhms max. at 2-4 VDC 100 mA
Insulation Resistance : 1,000 MOhms

Dielectric Strength : 1,000 Vrms @ sea level

Actuator Travel : 22° for D and E function
18° for F and G function

Environmental Specification

Operating Temperature : -30 to +85°C

Storage Temperature : -30 to +85°C

Solder Heat Resistance : Wave solder capable to 265°C
Terminal Seal : Single pole: epoxy

Material Specifications

Contacts :
Contacts B : Copper alloy finish gold over nickel
Contacts G : Copper alloy finish gold over silver
Contacts Q : Copper alloy finish silver

Actuator : Brass alloy finish nickel

Terminals :
Contacts B : Copper alloy finish gold over nickel
Contacts G : Copper alloy finish gold over silver
Contacts Q : Copper alloy finish silver

Case : Thermoplastic

Bushing : Brass alloy finish nickel
Internal Actuator : Phenolic
Spring : Music wire

Support Bracket : Brass tin plated
Seal : Epoxy

Gemini A Toggle Product Key

Gemini A

Flat Toggle

Wire Lug

4

Vertical Right Angle

Standard Paddle

Beveled
Frame

Gemini AE

Short Toggle

Y

1P67

N\
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Printed Circuit
Standard Toggle
Right Angle

Large Rocker

S

Vertical Support

Color code:

Terminal Actuator

Ingress Protection

Other Features

Q 04

Typical Productkey [A 1 01 E___l LVJ EI
Type 1
A Gemini A Series Toggles
Number of Poles
1 Single pole 2 Double pole
Function
Single and double pole Double pole only
01 ON-ON 07 ON-OFF-(ON) 11 ON-ON-ON
03 ON-OFF-ON 08 ON-(ON) 13 ON-ON-(ON)
05 (ON)-OFF-(ON) 15 (ON)-ON-(ON)
Toggles
S Bat long M Bat short T Large toggle & bushing (15/32) L1 Lever
K Locking P3 Flatted (with bushing T1 Large toggle & bushing (15/32) L2 Lever
K1 Locking code Y only) L Lever
Bushing
blank Toggles K1 & P3: 1/4-40 threaded .35 (8. 9) long D 1/4-40 threaded .28 (7.1) long Y 1/4-40 threaded .35 (8.9) long
Toggles K, T, T1: unthreaded .28 (7.1) long D9 unthreaded .28 (7.1) long Y9 unthreaded .35 (8.9) long
cw 1/4-40 threaded .37 (9.4) long, environmental seals H 1/4-40 threaded .3 (7.6) long
(toggles codes S & M only)
Terminations
A Right angle © Printed circuit V40  Vertical support w4 Wire wrap
AV2  Vertical right angle V30  Vertical support w Wire wrap z Wire lug
Contacts
B Gold G Gold over silver Q Silver
Material

04 RoHS Compliant

te.com/products/switches
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Gemini Series

C22

tyco

Electronics Gemini Series

Alcoswitch

Toggle Switches, A Series, Part Number Matrix

"A" SERIES DESIGN FEATURES

* Toggle—Machined brass, heavy nickel plated.

* Bushing & Frame - Rigid one-piece die cast, copper flashed, heavy
nickel plated.

* Fixed Contact — Welded construction.

* Termina Seal —Epoxy sedling of terminasis standard.

MATERIAL SPECIFICATIONS:

(0] ' S Gold/gold flash
Silver/tin lead

Case Material .....ccoeerevereeernenn Thermoset

Termina Seal ......cocoveveereennes Epoxy

TYPICAL PERFORMANCE CHARACTERISTICS:

Contact Rating .......ccoevveeverenns Silver: 2A @250 VACor5A @ 125 VAC
Silver: 2A @ 30VDC
Gold: 0.4 VA @ 20 VAC/DC max.

Insulation Resistance .............. 1,000 Megohms min. @ 500 VDC.
Dielectric Strength 1,000 VoltsRMS @ sealeve initia
Electrical Life .....ccooereereenenne Up to 30,000 Cycles
ENVIRONMENTAL SPECIFICATIONS

Operating Temperature............ -4°F to + 185°F (-20°C to + 85°C)
Storage Temperature................ -49°F to + 212°F (-45°C to + 100°C)

Note: Hardware included with switch

.250
DESIGN §39
) Y .033
G | e :
: 500
Without Locking(;‘ gi\z) 2 '70)-*_>| |<' @I‘?
.250 ==
&2 ¥ B
-
With (52:9321) ) .060
ithout Locking Ring Keyway 25 (1.52)» 41— ggg)
.250 F —E IRt
AN NG| e JE
@{z} - 450 =~ _4?{73(5)
*('égqtg;* (6.10) @59 T
With Standard
Locking Ring
PART NUMBERING K K1
M odel Function Toggle Bushing Terminal Contact Cap Color Option
. | | | | L& [ [ |
. (Nickel Standard)
_.Z Wire Lu !
Single Pole_| oaLong RightA:gIe 9] Silver plack
Double Pole Locking. —— | [B] Gold Red
IE AV2| Vertica Right
on-on Locking Angle g?‘d over
@ — Bat. Short Printed Circuit ver ULQorG
03] On-Off-On ' Vertical LQor
%] ] Flatted —— Support contact only)
(On)-Off-(On) with ] orly) Wire Wrap 4 = ROHS
On-Off-(On) __ | " g ~[z3]  Quick Connect
[08] onon) Flatted ——
(with [Y] only) Note: For surface mount termination,
Large Toggle— usethe“TST” series, Page C7
On-On-on & Bushing 515/32) _n ]égﬁ%rﬁgre&jﬁded Other Options
o, Large Toggle — ] Black finish toggle, bushing and
on-on-(0n) 58 & Bushing (15/32) unthreaded, .35" long hardware. Add “N” to end of
5% Y40 threaded. 37 lon part number, but before
(On)-On-(On) =~ | CW| actuator & busﬁihgflanggé U.L. option.
LargeHlatted — environmenta sealsS& M . .
See page C23 for SP3T wiring diagram. Toggle and Togglesonly @ ;l:ttera:?g] %;:n%\ gﬁj\?lé?g’maﬁltal
Bushing (15/32) —{ D] y4-40ttreaded, toggleoption: S& M.
.28" long, dlotted
Unthreadled, .28" long Anti-Push-IVAnti rotate.
Add letter after toggle
1/4-40 threaded, S& M.

flanged, .30" long

Dimensions are in inches

and millimeters unless otherwise
specified. Values in parentheses
or brackets are metric equivalents.

Catalog 1308390
Issued 9-04

www.tycoelectronics.com

Dimensions are shown for
reference purposes only.
Specifications subject

to change.

USA: 1-800-522-6752
Canada: 1-905-470-4425
Mexico: 01-800-733-8926

C. America: 52-55-5-729-0425

South America: 55-11-3611-1514
Hong Kong: 852-2735-1628
Japan: 81-44-844-3013

UK: 44-141-810-8967
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Electronics

Alcoswitch

Gemini Series

Toggle Switches, A Series, Options

FUNCTIONS

Thefollowing functions available in SP or DP.

bad

2 Positions  Noneindicates no mechanical position None
3Positions  Off indicates amechanical position with no electrical connection. On Off On
3Positions  (On) indicates momentary action. (On) Off (On)
3 Positions (On) Off On
2 Positions (On) None On o
3
SPDT, connect terminals: [1—2] [ =] [2=3] =
. (7]
DPDT, connect terminals: 1—2 — 2—3 @
4—5 — 5—6 @
(7]
3 Positions On On On
3 Positions (On) On On
3 Positions (On) On (On)
Functions available in DP case only Connect terminals: 1—2 2—3 2—3
4—5 45 5—6
* SP3T functions achieved with external jumper installed by customer
WIRING DIAGRAM SINGLE POLE 3 POSITION® POS. 1 POS. 2 POS. 3
FOR FUNCTIONS  Ret. siot ouT 1[6=[573|JUMPER OL{R' 64
Pos.3 T sl =2l in e (IN) Ref. 5. *2 (IN) Ref 2 (IN)
Pos.2 ® : P SI t @4 @ Slot Slot
Pos. 1 m— OUT 24| =1/ 0UT 3 ° % 4oum 1(uD
TOGGLES @ TZP
A1
Short B!
> /‘ZD'%Z) L = 100 Rlatted
(2.54)
Standard
e Flatted
Available only with
“Y” bushing. Pinned
for anti-rotation.
e N-SAG dressmut 15/32-32 NS
Pg. C54
Dimension “L” Bushing Dimension “L” Bushing Type Actuator A“Dimensjon .
410 (10.41) Y, “H, “CW' 200 (5.08) Y”, “H”, “CW” P3 450 (11.43) 200 (5.08) Pinned for
480 (12.19) “D”,”DY’ 270 (6.86) ‘D", DY’ P4 250(6.35)  .165(419) | anti-rotation
240 214
(6.10) Dia. :240 (5.44) Dla
7 i 7(6.1 0) /Dla. o :
[
Large Toggle/ i Lar Locking
: ge ) .680
Bushing 687 Toggle/ 460 (125501) (17.27)
(17.45) Bushing (11.68) Unlocked Unlocked
v 1/4-40NS /‘ [ v
) 16/32-32NS ! E 14518703) 4 '31§ f (15.49) 4(8'3)1§{ef
- H e H Y .
15/32-32NS 48 > (1‘?.4388) so 1 {14  Locked ¥
(11.38) ¥ a.2n—p
—* IOZO No bushing option needed for “K” or K1 “K" locking levers are used to prevent accidental switching and
I.OZO No bushing option needed for “T” or T1". ((508g) must be lifted up prior to actuation. Standard nickel finish.
(508)

C23

USA: 1-800-522-6752
Canada: 1-905-470-4425
Mexico: 01-800-733-8926

C. America: 52-55-5-729-0425

South America: 55-11-3611-1514
Hong Kong: 852-2735-1628
Japan: 81-44-844-3013

UK: 44-141-810-8967

Dimensions are shown for
reference purposes only.
Specifications subject

to change.

Dimensions are in inches

and millimeters unless otherwise
specified. Values in parentheses
or brackets are metric equivalents.

Catalog 1308390
Issued 9-04

www.tycoelectronics.com
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Gemini Series
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tyco

Electronics Gemini Series Alcoswitch
Toggle Switches, A Series, Options
BUSHINGS
.040 028
028 Unthreaded (1.02) (711) 1/4-40 Thread
. y(-ﬂ 1 28" long 74 Flanged, .30 long 500) g
1/4-40 Thread 314 4 /‘ x Dia. <>
35" long, slotted 521 N5 %040 @%)
(Standard) 7 (1.02) 250 =1 * 280 1/4-40NS % Dia.
%.3a5) (7-10) = R
280 _ 0s0 Y _y(762)
1/4-40NS—~ I (7.11) Used with (1.52) —
¥ Z,C&W A
terminations
[] G
1440 Thread oo ‘@\ /0 > Threaded
.28" long, dlotted (1.02) =7 (711 Splashproof
.314 %
799, (O)
Dia. L .
7 (.72)
G ‘m ('724?(1)) Orfing. VRS Y
. DIA. . :
B} = (7.47)
1/4-40NS —» Used with ¥ Ly
A,AV2,V30 —7 .060
V80& V90 b2
terminations For S& M Toggles
TERMINALS
YO
. ’ -
WireLug et ‘ @39)
I
(%g) E oxy’ .250
eal (6.35)
Epoxy ™ ] ¥ (3:84) 062 ! ! 750
cal : I v (1.57) ,l L_
047 .030
762 190
(1.19) »! ke ('1%3) (.762) @89)
('2088) l
: .073 376
Mateswith Tyco [T] 185 (10'25) @%) 2Ts “Sgg)
61454 or 60900. > oso (4.70) Typ. Pia.
(.27) 174
Smgle pole Doublepole

Catalog 1308390
Issued 9-04

www.tycoelectronics.com

Dimensions are in inches

and millimeters unless otherwise
specified. Values in parentheses
or brackets are metric equivalents.

Dimensions are shown for
reference purposes only.
Specifications subject

to change.

USA: 1-800-522-6752
Canada: 1-905-470-4425
Mexico: 01-800-733-8926

C. America: 52-55-5-729-0425

South America: 55-11-3611-1514
Hong Kong: 852-2735-1628
Japan: 81-44-844-3013

UK: 44-141-810-8967
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