400 U MAX CAPACITORS & BLEEDERS BANK REVZ FAFRV JULY 2022

12 CAPACITORS 820 TO 12080 uF MAX DIA 40 mm 400 TO 438 V & 24 BLEEDERS RESISTOR.
PCB 150 x 255 mm (5.9 x 180.025 in) 835 HOLES
FIXATION HOLES 128, 138, 198 & 245 x 140 mm

USE INSULATING POSTS TO HAVE PCB AT LEARST AT 30 mm OF GROUND.

[‘Scm

)

&

4 3 4

1

oy

N

E o

E e8]

E X

3 : e8]

E x

] ™~

E 9 =

E >

= d

3 L]

i - L

E >

] Lol

E AN

E >

= 3 [y

3 =4

zz—é - £ * >

e g
= — 3 40 Mm

- .

- 68}

3 AN

E Lol

— [

E Lol

1 (|

— [

E M

7 (%]

E w

— an)

E O

] —

— —

E O

E @

E an)

E a

BE O

e = 1

9

8

/

ce}*

1 N4 :
H ce c7 H
f AIMm
'$' M?D '$'

b

J

4

3

4

1

A SMALL FAN IS ADVISED TO COOL DOWN BLEEDER RESISTORS (DISSIPATION ~ 4@ W)

RECTIFIERS BRIDGE CAN BE STACKDED >25 mm OVER CAPACITORS TOP
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