J2
MID NOT USED

Cc2 C3 Cc4 C5 C6 C7 C8 C9 C10 Ci1 Ci12 J3
+ + + + + + + + + + + _
1000uF 1000uF 1000uF 1000uF 1000uF 1000uF 1000uF 1000uF 1000uF 1000uF 1000uF -HV
450 V 450 V 450 V 450 V 450 V 450 V 450 V 450 V 450 V 450 V 450 V MID
R3 R5 R7 R9 R11 R13 R15 R17 R19 R21 R23
R4 R6 R8 R10 R12 R14 R16 R18 R20 R22 R24
EXTERNAL STRAP WITH HV INSULATED WIRE
J2A
MID NOT USED
Ci4 C15 C16 C17 C18 C19 C20 c21 C22 C23 C24 J3A
J1A + + + + + + + + + + +
1000uF 1000uF 1000uF 1000uF 1000uF 1000uF 1000uF 1000uF 1000uF 1000uF 1000uF -HV
450 V 450 V 450 V 450 V 450 V 450 V 450 V 450 V 450 V 450 V 450 V
R27 R29 R31 R33 R35 R37 R39 R41 R43 R45 R47
R28 R30 R32 R34 R36 R38 R40 R42 R44 R46 R48

USE 2 BOARDS 5400 V WITH 12 CAPACITORS ON EACH

WITH 24 x 400 V CAPACITORS (9600 V), FOR YOUR SAFETY, LIMIT MAXIMUM NO LOAD HV TO 8000 VOLTS DC
WITH 24 x 450 V CAPACITORS (10800 V), FOR YOUR SAFETY, LIMIT MAXIMUM NO LOAD HV TO 9000 VOLTS DC

FOR DISCHARGE TIME & RESISTORS SELECTION, SEE EXCEL FILE " Bleeder Calc "
48 RESISTORS 10k TO 27k 11W, MOUNTED VERTICALY
A SMALL FAN IS ADVISED TO COOL DOWN RESISTORS
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